
C Left side

G Spring frame

P Cross Bar (2 pieces)

D Right side

Q Allen wrench R Drop Side Bottom Panel

A Headboard side

N Rear
 Left Leg

O Rear
Right Leg

E   Front
 Left Leg

F Front
Right Leg

B Stationary side

H 5/8” wood screws (12 pieces)

K 3 ” machine bolts 
    (8 pieces each)

M Post brackets (4 pieces)

J  3/4” allenhead bolts 
(4 pieces)

This crib will provide many years of service if you adhere to the following guidelines for assembly, maintenance and operation.
Do not use power screw drivers.  All screw holes have been pre-drilled or have metal inserts.  Be sure to tighten all screws firm-
ly. All of our cribs are made from natural hardwoods.  Please understand that natural woods have color variations which are
the result of nature and are not defects in workmanship. Do not substitute parts.  All models have the same quantity
of parts and hardware.  Your model may look different from the one illustrated due to stylistic variations.

L Barrel nut 
  (20 Pieces)

1A - Attach one post bracket M to each mid-section of front
and rear left legs E &N and right leg F & O. Use three 5/8”
wood screws H for each post bracket M .

1B - The headboard assembly consists of rear left leg N ,
and rear right leg O ,headboard side A , and cross bar  P .
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CHELSEA CRIB

S   3 1/2” machine bolts 
     (12  pieces each)

I

I   2” machine bolts
    (4 pieces each)

Z  1 ” Shelf Pins ( 4  pieces)                                     



Swing out four hangers at corner of the spring
frame G carefully. Attach spring frame FLAT SIDE
UP. Choose the height of the spring frame.Start at
the highest level and adjust accordingly.  

Bolt the spring frame G to the brackets using allen
head bolts J and allen wrench Q. As the child
grows, it is important to lower the spring.

Make sure the spring frame is level.

Attach left leg E to left side C using 2 machine
bolts S and 2 barrel nuts L .

Attach right leg F to left side D using 2 machine
bolts S and 2 barrel nuts L .

Attach the completed left and ride sides to the
headboard A using 2 machine bolts  S and 2 bar-
rel nuts L for each headboard. 

NOTE: TO ENSURE CORRECT HOLE ALIGN-
MENT, DO NOT TIGHTEN UNTIL BOTH BOLTS
ARE ATTACHED.

Make sure the sides are installed correctly with the
metal post brackets facing towards the inside of
the crib.

Attach cross bar  P to the left and right side with 2
machine bolts I .Make sure to
insert the cross bar dowel into the correct hole on
the left and right legs before inserting the machine
bolts.

Do not tighten the screws as you will need
to install the stationary side. 
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Make sure the spring frame is
installed FLAT SIDE UP.
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